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PRACTICES

SOLAR FLARE PROTON AND HEAVY ION
MODELING FOR SINGLE EVENT EFFECTS

Practice:

Operational spacecraft can experience adverse effectsrippnging high energy radiation. A single

event upse(SEU) occursvhen a single particlejsually a heavy ion goroton, deposits enough
charge at a sensitive node in a microcircuit to ctheseeircuit to changetate. Ingeneral, these

effects are temporary and appear as “soft failures” such as anomalous bit flips or spurious commands.
In extreme cases, latch-up can occur and result in the destructive failure of the part.

The practice is to formulate an energetic particle environment model for calculating single event effect
rates by utilizinghe JPL statisticahodels for solaproton,alpha particle antleavy ion fluence.

This predicted rate, which is a function of cumulative probability, is a useful measure when specifying
shieldingthickness tqrotectsusceptible componentmploying mitigatingsoftware, or both to
reduce the risk to an acceptable lewdte that this assessment does not consider concentration of
particle radiation due to the Earth's magnetic field, (ref. 1), and factors which are not influenced by
shielding thickness, such as GCR (Galactic Cosmic Rays).

Benefits

Shielding thickness can beealistically assessed by consideritige cumulative probability of
component failure due to radiation of solar particles.

Programs That Certified Usage

Cassini, Multi-Angle Imagin@pectroradiometer (MISR), Atmospheric Infrared Sounder (AIRS),
NASA SEP Technology Application Readiness (NSTAR), Hermes, Advanced Composition Explorer
(ACE), Mars Missions.

Center to Contact for Information:

Jet Propulsion Laboratory (JPL).

Implementation Method:

JPL computer codes (ref. 2 & 3mulatethe transport oion fluxes determined from the particle

models through specified shielding thicknesses of aluminum to obtain resultant spectra. These spectra
are used to calculate device single event effect rates when applied to the laboratory measured cross
sections. For lovinear energyransfer (LET) thresholdevices protonupset

Cross sections vs. energy are used to determine upset rates from the proton energy

spectra. FohigherLET thresholddeviceshe measured upset cross section VeropuLsion

LET is used with the Heinrich flux for heavy ions to determine single event efféEPRATORY

—
rates.
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Technical Rationale

Penetrating ionsreateionizationtracks insilicon components. The heavier iom®ducedenser
ionization tracks. Disposition of the created charge, which depends on the electric field configuration
within the device, can lead to the following effects:

Recombination without single event effects,
Single event upsets,

Device latch up, and

Spurious signals.

PN PE

Measurements gbroton solar event fluences and alpha particle solar event fluences have been
obtained for many solar flares. Organizing these data in a statistical manner according to cumulative
probability of occurrence forspecified particle event fluence level constitutes the proton and alpha
particle models.

Solar flare heavy ion data are more difficult to obtain because the lower flux levels and the need for
mass discrimination requires more sophisticated instrumentatiopalibgy of available data creates

the need for &eavy ion moddbased on solar abundance's. A sbé&avy ion modefref. 4) has
beenconstructed based on the work of Breneman and Stone (ref. 5) who analyzed heavy ion data
from 10 solar flares between 1977 and 1982.

It has been assumed that the average alpha fluence is predictable from the heavy ion model relative
to the other ion species. However, the proton fluence is not predictable from the heavy ion model.
The heavy ionsre normalized tothe alpha particle probability obccurrencdluence levels by
requiringthat the integratedlpha fluence level frorthe heavy ion model matcine fluence level

from the measured alpha statistical distribution model. Complete ion flux spectra are specified in this
manner. These spectra can be introduced into transport software to determine shielding requirements
and software to determine single event effect rates.

Impact of Non-Practice

Non-use of the updated JPL solar flare proton and heavy ion models could force designers to over-
design,based on the predictions from tAelams worst case model (ref. 6vhich predicts
unrealistically high single event effects.

Related Practices:

1. Environmental FactorsPractice No. PD-EC-1101
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